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Multi-Mode Wattmeter with Replaceable Elements

Two Year Limited Warranty

Modulation Type

Accuracy

Model Number(s) 83000-A

Portable RF Wattmeters/Meters
Basic Wattmeter with Replaceable Elements

Cost-Effective In-Line RF Power Meter
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Quick Match Connectors

Two Year Limited Warranty

Power Range 100 mW to 10 kW (Defined by Elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 0.45 MHz to 2300 MHz (Defined by Elements)
VSWR 1.05:1 max. (with type N connectors)
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 3.6 lbs. (1.6 kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 7/8 Inch Line Size (page 17)
Model Number(s) 81000-A = Standard Unit

81001-A = Additional DC Input for Remote Line Section

Peak and Average Reading
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Quick Match Connectors

Power Range 100 mW to 10 kW (Defined by Elements)
FM, CW (Average Reading)
AM, SSB (Peak Reading - 2.5, 5 and 10 kW)
Square Pulse (Minimum 30 pps Rep Rate)

Minimum Pulse Width = 0.5 µsec 100 to 1000 MHz
Minimum Pulse Width = 2 µsec 26 to 99 MHz
Minimum Pulse Width = 15 µsec 2 to 25 MHz

Gaussian Pulse (Minimum 30 pps Rep Rate)
Minimum Pulse Width = 0.5 µsec 25 to 1000 MHz

Minimum Pulse Width = 15 µsec 2 to 24 MHz
Frequency Range 0.45 MHz to 2300 MHz (Defined by Elements)
VSWR 1.05:1 max. (with type N connectors)

±5% of full scale Average Reading
±7% of full scale Peak or Pulse Reading

Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 3.6 lbs. (1.6 kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 7/8 Inch Line Size (page 17)
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Portable RF Wattmeters/Meters
LCD Readout Wattmeter with Replaceable Elements
Cost-Effective In-Line RF Power Meter
Large LCD Readout in Watts or dBm
Internal Rechargeable Batteries
Quick Match Connectors
Two Year Limited Warranty

Power Range 100 mW to 10 kW (Defined by Elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 0.45 MHz to 2300 MHz (Defined by Elements)
VSWR 1.05:1 max. (with type N connectors)
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 3.6 lbs. (1.6 kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 7/8 Inch Line Size
Model Number(s) 81030

Multi-Range Wattmeter to 500 Watts

No Additional Elements Required
Shock Mounted "Taut Band" Meter
5.4" Diagonal Mirrored Scale
Quick Match Connectors
Two Year Limited Warranty

Power Range 5, 15, 50, 150 and 500 Watts Full Scale
Modulation Type FM, CW (Average Reading)
Frequency Range 25 MHz to 1000 MHz
VSWR 1.08:1 max. 25 to 512 MHz

1.12:1 max. 512 to 1000 MHz
Accuracy ±6% of full scale 100 to 512 MHz

±7% of full scale 25 to 100 MHz (with Correction Chart)
±7% of full scale 512 to 1000 MHz

Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 3.8 lbs. (1.7 kg)
Case Finish Textured Blue Polyurethane Enamel
Model Number(s) 81050
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Portable RF Wattmeters/Meters
Multi-Range Wattmeter to 1500 Watts

No Additional Elements Required
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Quick Match Connectors

Two Year Limited Warranty

Power Range 15, 50, 150, 500 and 1500 Watts full scale
Modulation Type FM, CW (Average Reading)
Frequency Range 25 MHz to 1000 MHz
VSWR 1.08:1 max. 25 to 512 MHz

1.12:1 max. 512 to 1000 MHz
Accuracy ±6% of full scale 100 to 512 MHz

±7% of full scale 25 to 100 MHz (with Correction Chart)
±7% of full scale 512 to 1000 MHz

Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 3.8 lbs. (1.7 kg)
Case Finish Textured Blue Polyurethane Enamel
Model Number(s) 81060

Multi-Range, Multi-Mode Wattmeter to 1500 Watts

No Additional Elements Required
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Quick Match Connectors

Two Year Limited Warranty

Power Range 15, 50, 150, 500 and 1500 Watts full scale
Modulation Type FM, CW (Average Reading)

AM, SSB (Peak Reading - 2.5, 5 and 10 kW)
Square Pulse (Minimum 30 pps Rep Rate)

Minimum Pulse Width = 0.5 µsec 100 to 1000 MHz
Minimum Pulse Width = 2 µsec 26 to 99 MHz
Minimum Pulse Width = 15 µsec 2 to 25 MHz

Gaussian Pulse (Minimum 30 pps Rep Rate)
Minimum Pulse Width = 0.5 µsec 25 to 1000 MHz

Minimum Pulse Width = 15 µsec 2 to 24 MHz
Frequency Range 25 MHz to 1000 MHz
VSWR 1.08:1 max. 25 to 512 MHz

1.12:1 max. 512 to 1000 MHz
Accuracy (average and peak) ±6% (ave)/±8% (pk) of full scale 100 to 512 MHz

±7% (ave)/±9% (pk) of full scale 25 to 100 MHz (w/Correction Chart)
±7% (ave)/ ±9% (pk) of full scale 512 to 1000 MHz

Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm)
Weight 4.0 lbs. (1.8 kg)
Case Finish Textured Blue Polyurethane Enamel
Model Number(s) 83060
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Portable RF Wattmeters/Meters
High Power RF Wattmeter with 1 5/8 Rigid Line Section

Locate Line Section up to 200 Feet from Meter
Shock Mounted "Taut Band" Meter
5.4" Diagonal Mirrored Scale
Use one Meter for Multiple Installations
Two Year Limited Warranty

Power Range 250W to 30kW (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 2 MHz to 1000 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors 1 5/8, type specified by model
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm) Display Meter
Weight 2.5 lbs. (1.1 kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 1 5/8 Line Size Elements (non-Digital)
Model Number(s) 5/10/25 Scales** Single Socket = 81100-A EIA Flanged or 81101-A = Unflanged Flush

Dual Socket = 81102-A = EIA Flanged or 81103-A = Unflanged Flush
Unflanged Recessed = 81111-A Single or 81113-A Dual Socket

Model Number(s) 15/30/60 Scales** Single Socket = 81106-A EIA Flanged or 81107-A = Unflanged Flush
Dual Socket = 81108-A = EIA Flanged or 81109-A = Unflanged Flush
Unflanged Recessed = 81115-A Single or 81117-A Dual Socket

High Power RF Wattmeter with 3 1/8 Rigid Line Section

Locate Line Section up to 200 Feet from Meter
Shock Mounted "Taut Band" Meter
5.4" Diagonal Mirrored Scale
Use one Meter for Multiple Installations
Two Year Limited Warranty

Power Range 1kW to 60kW (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 2 MHz to 1000 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors 3 1/8, type specified by model
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm) Display Meter
Weight 2.5 lbs. (1.1 kg) Display Meter
Case Finish Textured Blue Polyurethane Enamel
Elements 3 1/8 Line Size Elements (non-Digital)
Model Number(s) 5/10/25 Scales** Single Socket = 81300-A EIA Flanged or 81301-A = Unflanged Flush

Dual Socket = 81302-A = EIA Flanged or 81303-A = Unflanged Flush
Unflanged Recessed = 81311-A Single or 81313-A Dual Socket

Model Number(s) 15/30/60 Scales** Single Socket = 81306-A EIA Flanged or 81307-A = Unflanged Flush
Dual Socket = 81308-A = EIA Flanged or 81309-A = Unflanged Flush
Unflanged Recessed = 81315-A Single or 81317-A Dual Socket

**All Dual Socket Models have Fwd/Ref Switch on Meter
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Portable RF Wattmeters/Meters
High Power RF Wattmeter with 4 1/16 Rigid Line Section

Locate Line Section up to 200 Feet from Meter
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Use one Meter for Multiple Installations

Two Year Limited Warranty

Power Range 2.5kW to 60kW (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 2 MHz to 1000 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors 4 1/16, type specified by model
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm) Display Meter
Weight 2.5 lbs. (1.1 kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 4 1/16 Line Size Elements (non-Digital)
Model Number(s) 5/10/25 Scales** Single Socket = 81400-A EIA Flanged or 81401-A = Unflanged Flush

Dual Socket = 81402-A = EIA Flanged or 81403-A = Unflanged Flush
Unflanged Recessed = 81411-A Single or 81413-A Dual Socket

Model Number(s) 15/30/60 Scales** Single Socket = 81406-A EIA Flanged or 81407-A = Unflanged Flush
Dual Socket = 81408-A = EIA Flanged or 81409-A = Unflanged Flush
Unflanged Recessed = 81415-A Single or 81417-A Dual Socket

High Power RF Wattmeter with 6 1/8 Rigid Line Section

Locate Line Section up to 200 Feet from Meter
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Use one Meter for Multiple Installations

Two Year Limited Warranty

Power Range 2.5kW to 100kW (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 2 MHz to 1000 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors 6 1/8, type specified by model
Dimensions (H x W x D) 7.3 in. (18.5 cm) x 5 in. (12.7 cm) x 4 in. (10.2 cm) Display Meter
Weight 2.5 lbs. (1.1 kg) Display Meter
Case Finish Textured Blue Polyurethane Enamel
Elements 4 1/16 Line Size Elements (non-Digital)
Model Number(s) 5/10/25 Scales** Single Socket = 81600-A EIA Flanged or 81601-A = Unflanged Flush

Dual Socket = 81602-A = EIA Flanged or 81603-A = Unflanged Flush
Unflanged Recessed = 81611-A Single or 81613-A Dual Socket

Model Number(s) 15/30/60 Scales** Single Socket = 81606-A EIA Flanged or 81607-A = Unflanged Flush
Dual Socket = 81608-A = EIA Flanged or 81609-A = Unflanged Flush
Unflanged Recessed = 81615-A Single or 81617-A Dual Socket

**All Dual Socket Models have Fwd/Ref Switch on Meter
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Portable RF Wattmeters/Meters
High Power Digital RF Wattmeters

HDTV, DTV, CDMA, DAB and DMB Compatible
Shock Mounted "Taut Band" Meter
5.4" Diagonal Mirrored Scale
Use one Meter for Multiple Installations
Two Year Limited Warranty

Power Range 100W to 100kW (defined by elements)
Modulation Type Digital: HDTV, DTV, CDMA, DAB, IBOC and DMB Compatible
Frequency Range 54 MHz to 806 MHz
Accuracy ±5% of full scale Average Reading
Impedance 50Ω
RF Connectors Defined by Line Section (ordered separately)
Dimensions (H x W x D) 7.3 in x 5 in x 4 in (18.5 cm x 12.7 cm x 10.2 cm) Meter Only
Weight 2.5 lbs. (1.13 kg) Meter Only
Case Finish Textured Blue Polyurethane Enamel
Elements 92000 Series Digital Elements (ordered Separately)
Model Number(s) 5/10/25 Scales 98952-A = Single Socket or 98954-A = Dual Socket
Model Number(s) 15/30/60 Scales 98958-A = Single Socket or 98959-A = Dual Socket

Multi-Mode, Micro-Controlled RF Wattmeter 
Stores Min/Max, Fwd/Rev Power Over Time
Refreshes Measurement up to 4 Times a Second
Peak, Average, Absolute or Relative Power
Rechargeable Batteries and Charger Included
Two Year Limited Warranty

Power Range 100mW to 10kW (defined by elements)
Modulation Type FM, CW (Average Reading)

AM, SSB (Peak Reading - 2.5, 5 and 10 kW)
Square Pulse (Minimum 30 pps Rep Rate)

Minimum Pulse Width = 0.5 µsec 100 to 1000 MHz
Minimum Pulse Width = 2 µsec 26 to 99 MHz
Minimum Pulse Width = 15 µsec 2 to 25 MHz

Gaussian Pulse (Minimum 30 pps Rep Rate)
Minimum Pulse Width = 0.5 µsec 25 to 1000 MHz

Minimum Pulse Width = 15 µsec 2 to 24 MHz
Frequency Range 2 MHz to 1000 MHz
VSWR 1.05:1 max. (with type N connectors)
Accuracy ±5% of full scale Average Reading

±7% of full scale Peak or Pulse Reading
Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) 3.25 in. (8.3 cm) x 7.63 in. (19.4 cm) x 8.75 in. (22.2 cm)
Weight 4.5 lbs. (2.04 kg)
Case Finish Textured Blue and Tan Polyurethane Enamel
Elements 7/8 Line Size Elements

Competitor's Table 1, 2, 3, 3A, 4, 5, 6 and 14
Model Number(s) 83550
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Rack-Mount Wattmeters/Meters
Complete RF Wattmeter System

Built-in 7/8 Line Section
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Many Standard Configurations

Two Year Limited Warranty

Power Range 100 mW to 10 kW full scale (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 0.45 to 2300 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Type N Female standard (or any Quick Match Type)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 3U ht (5.25 in/13.335 cm)
Weight 7.0 lbs (3.2kg)
Case Finish Textured Blue Polyurethane Enamel
Elements 7/8 Line Size Elements (non-Digital)
Model Number(s) 5/10/25 Scales 81002-A = Single meter, FWD/RFL switch and 7/8" Dual Socket Line

81003-A = Single meter and 7/8" Single Socket Line Section
81006-A = Dual meters and 7/8" Dual Socket Line Section
81017-A = Single meter and 7/8" Single Socket Line Section with

added feature of an A/B switchable DC input providing option
of single meter measurement of several power sources

Average Reading Panel Meters

Locate Line Section up to 200 Feet from Meter
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Many Standard Configurations

Two Year Limited Warranty

Power Range 100mW to 100kW (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 0.45 to 2300 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Per Line Section (ordered separately)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 3U ht (5.25 in/13.335 cm)
Weight 7.0 lbs (3.2kg)
Case Finish Textured Blue Polyurethane Enamel
Model Number(s) 5/10/25 Scales 81004-A = Single meter, FWD/RFL switch for Dual Socket Line 

81005-A = Dual meters for Dual Socket Line Sections
81007-B = Dual meters and 2P5T front panel switch for use with up

to five Dual Socket Line Sections
81008-A = Single meter for use with Single Socket Line Sections
81018-A = Dual meters and dual FWD/RFL switches for use with 

two Dual Socket Line Sections
Model Number(s) 15/30/60 Scales 81007-C = Dual meters and 2P5T front panel switch for use

with up to five Dual Socket Line Sections. 
81014-A = Single meter and FWD/RFL switch for use with Dual

Socket Line Sections
81015-A = Dual meters for use with Dual Socket Line Sections
81016-A = Single meter for use with Single Socket Line Sections
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Rack-Mount Wattmeters/Meters
Multi-Mode Panel Meters

Peak and Average Reading
Shock Mounted "Taut Band" Meter
5.4" Diagonal Mirrored Scale
Many Standard Configurations
Two Year Limited Warranty

Power Range 100mW to 100kW (defined by elements)
Modulation Type FM, CW (Average Reading)

AM, SSB (Peak Reading)
Square Pulse (Minimum 30 pps Rep Rate)

Minimum Pulse Width = 0.5 μsec 100 to 1000 MHz
Minimum Pulse Width = 2 μsec 26 to 99 MHz
Minimum Pulse Width = 15 μsec 2 to 25 MHz

Gaussian Pulse (Minimum 30 pps Rep Rate)
Minimum Pulse Width = 0.5 μsec 25 to 1000 MHz

Minimum Pulse Width = 15 μsec 2 to 24 MHz
Frequency Range 0.45 to 2300 MHz
Accuracy ±5% of full scale
Impedance 50�
RF Connectors Per Line Section (ordered separately)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 3U ht (5.25 in/13.335 cm)
Weight 7.0 lbs (3.2kg)
Model Number(s) 5/10/25 Scales 83010 = Single meter for use with Single Socket Line Sections

83011 = Single meter and FWD/RFL switch for use with Dual Socket
Model Number(s) 15/30/60 Scales 83015 = single meter for use with Single Socket Line Sections

83016 = Single meter and FWD/RFL switch for use with Dual Socket

Advanced Wattchman Monitor/Alarm

Dual-port Forward and Reflected Analog/Digital Power Monitor
Network Interface for Setup, Monitoring, Alerts and Datalogging
Audible, Visual and email Alerts with Failsafe Operation
Bright Fluorescent Display of Forward and Reflected Power
Two Year Limited Warranty

Power Range (Average Reading) 5W to 100 kW (Std 5/10/25 Scale Analog and/or Digital Elements)
Modulation Type Analog: FM, CW (diode detector)

            Digital: HDTV, DTV, CDMA, DAB, IBOC, DMB (square law detector)
Frequency Range 2 MHz to 2300 MHz
Accuracy ±5% of Full Scale
Impedance 50�
RF Connectors Per Advanced Wattchman Line Sections (ordered separately - below)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 1U ht (1.75 in/44.45 mm ht)
Weight 6.0 lbs. (2.72 kg)
Case Finish Gray Polyurethane Enamel

Model Number(s) 81094 Controller (accepts one or two of these Line Sections/Ports):
                                                                                                                7/8 Dual Socket Line Sections/Ports: 
                            88535D=EIA Flanged, 88539D=Unfl Flush, 88539-2D=Unfl Recessed

1-5/8 Dual Socket Line Sections/Ports: 
                                                                                                                88514D=EIA Flanged, 88515D=Unfl Flush, 88515-2D=Unfl Recessed                            

3-1/8 Dual Socket Line Sections/Ports:
                                                                                                                88516D=EIA Flanged, 88517D=Unfl Flush, 88517-2D=Unfl Recessed

4-1/16 Dual Socket Line Sections/Ports:
                                                                                                                88515D=EIA Flanged, 88519D=Unfl Flush, 88519-2D=Unfl Recessed

6-1/8 Dual Socket Line Sections/Ports:
                                                                                                                88520D=EIA Flanged, 88521D=Unfl Flush, 88521-2D=Unfl Recessed
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Rack-Mount Wattmeters/Meters
Wattchman Series Monitor/Alarm Analog Panel Meter

Audible and Visual Alarms
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Transmitter Interlock Relays
Two Year Limited Warranty

Power Range 5W to 100 kW full scale (defined by elements)
Modulation Type FM, CW (Average Reading)
Frequency Range 0.45 to 2300 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Per Customer Specified Dual Line Section (ordered separately)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 3U ht (5.25 in/13.335 cm)
Weight 9.0 lbs. (4.08 kg)
Case Finish Textured Blue Polyurethane Enamel
Response Time Less than 15 milliseconds (including control relay function)
Model Number(s) 5/10/25 Scales 81070 = Dual Meter, High Reflected Power Monitor/Alarm

81071 = Dual Meter, Low Forward, High Reflected Monitor/Alarm
81073 = Single Meter, Low Forward Power Monitor/Alarm
81074 = Single Meter, High Reflected Power Monitor/Alarm
81090 = Same as 81071 but includes Amplified DC Output

Model Number(s) 15/30/60 Scales 81081 = Dual Meter, High Reflected Power Monitor/Alarm
81082 = Dual Meter, Low Forward, High Reflected Monitor/Alarm
81091 = Same as 81090 but with 15/30/60 Scales

Wattchman Series Monitor/Alarm for Digital Broadcast

HDTV, DTV, CDMA, DAB and DMB Compatible
Shock Mounted "Taut Band" Meter

5.4" Diagonal Mirrored Scale
Audible and Visual Alarms

Two Year Limited Warranty

Power Range 100W to 100kW (defined by elements)
Modulation Type Digital: HDTV, DTV, CDMA, DAB, IBOC and DMB Compatible
Frequency Range 54 MHz to 806 MHz
Accuracy ±5% of full scale
Impedance 50Ω
RF Connectors Per Line Section (ordered separately)
Dimensions (H x W x D) EIA Rack Mount 19 in (48.26 cm) x 3U ht (5.25 in/13.335 cm)
Weight 6.5 lbs. (2.95 kg)
Case Finish Textured Blue Polyurethane Enamel
Model Number(s) 5/10/25 Scales 91090 = Dual meter, Fwd & Ref presets, amplified DC Outputs
Model Number(s) 15/30/60 Scales 91091 = Dual meter, Fwd & Ref presets, amplified DC Outputs
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DC Cable Assemblies
Standard Meter Cables 

Wide Variety of Standard Models
Up to 200 ft Length
High Quality Rugged Construction
Designed Specifically for Our Products
Two Year Limited Warranty

Quick Match Connectors
QM Series Quick Match Connectors

Easily Changed in the Field
For RF Line Sections and Wattmeters
High Quality Plating and Finish
Interchangeable with Competitive Models
Two Year Limited Warranty
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RF Line Sections
7/8 Inch Line Size

Silver Plated or Yellow Iridite For High Conductivity
Low Insertion VSWR

Uses Standard Gold Plated Plug-In Elements
Many Standard Configurations **

Two Year Limited Warranty

Power Range 100 mW to 10 kW (Defined by Elements)
Frequency Range 0.45 MHz to 2300 MHz (Defined by Elements)
VSWR 1.05:1 max. (with type N connectors)
Impedance 50Ω
RF Connectors Quick Match Connectors (ordered separately unless specified)
Plating Silver
Model Number(s) Single Socket 88500 = Replacement Line Section for model 81000-A, 81001-A

and 83000-A Wattmeters
88500-1 = Standard Single Socket
88500-3 = MIC (Navy Style) DC Connector and Dust Cover
88500-4 = MIC (Navy Style) DC Connector
88525 = Includes Mounting Bracket
88527 = Type N Male and Female QM Connectors, MIC (Navy Style)

 DC Connector, Dust Cover and Mounting Bracket
88530 = Type N Female QM Connectors, DC Cover Plate and 

Mounting Brackets
88531 = EIA Fixed Flanged for use with X Tractor Element only ***
88534 = EIA Swivel Flanged
88536-1 = For use with X Tractor Elements only ***
88536-5 = Type N Female QM Connectors, Mounting Bracket,

for use with X Tractor Element only ***
Model Number(s) Dual Socket 88500-2 = Standard Dual Socket

88529-1 = Type N Male and Female QM Connectors, MIC (Navy
 Style) DC Connectors, and Mounting Bracket

88529-2 = Type HN Male and Female QM Connectors, MIC (Navy 
 Style) DC Connectors, and Mounting Bracket

88529-3 = Type N Female QM Connectors, BNC Female DC
Connectors, and Mounting Bracket

88529-5 = MIC (Navy Style) DC Connector
88529-6 = Type N Male and Female QM Connectors and Mounting

Bracket
88529-7 = Type N Female Connectors and Mounting Bracket
88535 = EIA Swivel Flanged
88536-2 = For use with X Tractor Elements only ***
88536-3 = Type N Female QM Connectors, Mounting Bracket, for

use with X Tractor Elements only ***
Model Number(s) Triple Socket 88536-4 = For use with X Tractor Elements only ***

** Line Sections supplied with standard DC Connectors unless noted. MIC (Navy Style) Connector is not standard
    and will not interface with 88900 Series DC Cable Assemblies.
*** No DC Output Connectors
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RF Line Sections
1 5/8 Inch Line Size

Silver Plated For High Conductivity
Low Insertion VSWR
Uses Standard Gold Plated Plug-In Elements
Many Standard Configurations
Two Year Limited Warranty

Power Range 250W to 30 kW (Defined by Elements)
Frequency Range 2 MHz to 1000 MHz (Defined by Elements)
VSWR 1.05:1 max 
Impedance 50Ω
RF Connectors 1 5/8, type specified by model
Plating Silver
Model Number(s) Single Socket 88501 = EIA Flanged

88502 = Unflanged Flush 
88502-2 = Unflanged Recessed 

Model Number(s) Dual Socket 88514 = EIA Flanged 
88515 = Unflanged Flush 
88515-2 = Unflanged Recessed 

Model Number(s) Triple Socket 88522 = Unflanged Flush 
88522-2 = Unflanged Recessed 
88538 = EIA Flanged 

Model Number(s) Quad Socket 88511 = EIA Swivel Flanged 

3 1/8 Inch Line Size
Silver Plated For High Conductivity
Low Insertion VSWR
Uses Standard Gold Plated Plug-In Elements
Many Standard Configurations
Two Year Limited Warranty

Power Range 1kW to 60 kW (Defined by Elements)
Frequency Range 2 MHz to 1000 MHz (Defined by Elements)
VSWR 1.05:1 max 
Impedance 50Ω
RF Connectors 3 1/8, type specified by model
Plating Silver

Model Number(s) Single Socket 88503 = EIA Flanged
88504 = Unflanged Flush 
88504-2 = Unflanged Recessed 

Model Number(s) Dual Socket 88516 = EIA Flanged 
88517 = Unflanged Flush 
88517-2 = Unflanged Recessed 

Model Number(s) Triple Socket 88523 = Unflanged Flush 
88523-2 = Unflanged Recessed 
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RF Line Sections
4 1/16 Inch Line Size

Silver Plated For High Conductivity
Low Insertion VSWR

Uses Standard Gold Plated Plug-In Elements
Many Standard Configurations

Two Year Limited Warranty

Power Range 2.5kW to 60 kW (Defined by Elements)
Frequency Range 2 MHz to 1000 MHz (Defined by Elements)
VSWR 1.05:1 max 
Impedance 50Ω
RF Connectors 4 1/16, type specified by model
Plating Silver
Model Number(s) Single Socket 88505 = EIA Flanged

88506 = Unflanged Flush 
88506-2 = Unflanged Recessed 

Model Number(s) Dual Socket 88518 = EIA Flanged 
88519 = Unflanged Flush 
88519-2 = Unflanged Recessed 
88540 = EIA Flanged Special, 1.661 inch Inner Diameter

Center Conductor
Model Number(s) Triple Socket 88524 = Unflanged Flush 

88524-2 = Unflanged Recessed 

6 1/8 Inch Line Size
Silver Plated For High Conductivity

Low Insertion VSWR
Uses Standard Gold Plated Plug-In Elements

Many Standard Configurations
Two Year Limited Warranty

Power Range 2.5kW to 100 kW (Defined by Elements)
Frequency Range 2 MHz to 1000 MHz (Defined by Elements)
VSWR 1.05:1 max 
Impedance 50Ω
RF Connectors 6 1/8, type specified by model
Plating Silver

Model Number(s) Single Socket 88507 = EIA Flanged
88508 = Unflanged Flush 
88508-2 = Unflanged Recessed 

Model Number(s) Dual Socket 88520 = EIA Flanged 
88521 = Unflanged Flush 
88521-2 = Unflanged Recessed 
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Plug-In Elements
7/8 Inch Line Size for Average and Peak Power

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy
Interchangeable With Competitive Models
Rugged and Reliable
Two Year Limited Warranty

100mW to 500mW Elements

1W to 2.5W Elements

5W to 5kW Elements

5W to 5kW Elements (Peak Mode Only)
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Plug-In Elements
1 5/8 Inch Line Size Elements for Average or Peak Power

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy

Interchangeable With Other Elements
Rugged and Reliable

Two Year Limited Warranty

250W to 25kW for 5/10/25 Scale Meters

300W to 30kW Elements for 15/30/60 Scale Meters 

1 5/8 Inch Line Size Elements for Digital Broadcast
HDTV. DTV, CDMA, DAB and DMB Compatible

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy

Rugged and Reliable
Two Year Limited Warranty

100W to 10kW for 5/10/25 Scale Meters

300W to 6kW Elements for 15/30/60 Scale Meters 
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Plug-In Elements
3 1/8 Inch Line Size Elements for Average or Peak Power

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy
Interchangeable With Other Elements
Rugged and Reliable
Two Year Limited Warranty

1kW to 50kW for 5/10/25 Scale Meters

300W to 30kW Elements for 15/30/60 Scale Meters 

3 1/8 Inch Line Size Elements for Digital Broadcast
HDTV. DTV, CDMA, DAB and DMB Compatible
Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy
Rugged and Reliable
Two Year Limited Warranty

1kW to 50kW for 5/10/25 Scale Meters

1.5kW to 30kW Elements for 15/30/60 Scale Meters 
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Plug-In Elements
4 1/16 Inch Line Size Elements for Average or Peak Power

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy

Interchangeable With Other Elements
Rugged and Reliable

Two Year Limited Warranty

2.5kW to 100kW for 5/10/25 Scale Meters

3kW to 60kW Elements for 15/30/60 Scale Meters 

4 1/16 Inch Line Size Elements for Digital Broadcast
HDTV. DTV, CDMA, DAB and DMB Compatible

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy

Rugged and Reliable
Two Year Limited Warranty

2.5kW to 100kW for 5/10/25 Scale Meters

300W to 6kW Elements for 15/30/60 Scale Meters 

 
                                             Coaxial Dynamics 6800 Lake Abram Drive Middleburg Hts., OH 44130 USA 
            Tel: 440-243-1100 Toll Free USA: 800-COAXIAL Fax: 440-243-1101 Email: sales@coaxial.com Web: coaxial.com

Page 17



Plug-In Elements
6 1/8 Inch Line Size Elements for Average or Peak Power

Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy
Interchangeable With Other Elements
Rugged and Reliable
Two Year Limited Warranty

2.5kW to 100kW for 5/10/25 Scale Meters

3KW to 60kW Elements for 15/30/60 Scale Meters 

6 1/8 Inch Line Size Elements for Digital Broadcast
HDTV. DTV, CDMA, DAB and DMB Compatible
Gold Plated For High Conductivity
NIST Traceable Standards For Accuracy
Rugged and Reliable
Two Year Limited Warranty

2.5kW to 100kW for 5/10/25 Scale Meters

3kW to 60kW Elements for 15/30/60 Scale Meters 
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Plug-In Elements
X-Tractor Series RF Adjustable Coupler Elements

Gold Plated For High Conductivity
Use as Variable Broadband Coupler or Attenuator

BNC Female Connector Provides RF Power Sampling
Low Insertion Loss

Two Year Limited Warranty

Power Range Determined by Line Section (ordered separately)
Frequency Range 2 MHz to 1000 MHz
VSWR 1.1:1 max 2 to 512 MHz, 1.25:1 max 512 to 1000 MHz
Insertion Loss 0.1 dB max 2 to 512 MHz, 0.2 dB max 512 to 1000 MHz
Accuracy ±5% of full scale
Impedance 50Ω
Weight 1.25 oz. (35 g)
Model Numbers(s) 87004 = 7/8" Line Size, 43dB ± 8dB 

87005 = 7/8 inch Line Size, Coupling 45dB ± 8dB
87021 = 1 5/8 inch Line Size, Coupling 49dB ± 8dB
87031 = 1 5/8 inch Line Size, Coupling 56dB ± 8dB

X-Tractor Series RF Directional Coupler Elements
Gold Plated For High Conductivity

Use as Broadband Directional Coupler or Attenuator
BNC Female Connector Provides RF Power Sampling

Low Insertion Loss
Two Year Limited Warranty

Power Range Determined by Line Section (ordered separately)
Frequency Range 2 MHz to 1000 MHz
VSWR 1.1:1 max
Insertion Loss 0.1 dB max
Accuracy ±5% of full scale
Impedance 50Ω
Directivity 30 dB
Weight 1.25 oz. (35 g)
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Coaxial Dynamics
A CDI INDUSTRIES, INC. COMPANY

6800 Lake Abram Drive, Middleburg Hts., Ohio 44130, USA
(440) 243-1100    1-800-COAXIAL   FAX: (440) 243-1101
E-Mail sales@coaxial.com    Web Site  http://coaxial.com
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